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TECHNICAL SPECIFICATIONS 

 IPCube™ General Specifications 
Screen Aspect Ratio 4/3 

Colors 16,7 Millions 
Inputs types Video, Graphic, DVI, SDI, HDTV 
Live display 1 to 9 ( one per input ) 

Overlay 1 Overlay channel for image frame and title or graphics 
Video Standards Composite or Y/C ( BNC & S): PAL: B,D,G,M,N,H,I,K,L - SECAM - NTSC: M,N,4,43 

Graphics 
Analog RGBHV / RGBS, interlaced/non-interlaced, Automatic pixel clock recovery. Resolution: VGA 

to UXGA. Frequency : Horizontal : 12-120 kHz, Vertical : 30-120 Hz 
Pixel clock up to 165 MHz. (HD DB-15F connector) 

DVI Digital TMDS standard  (MRD-DFP20 pin connector) 
SDI Serial Digital Interface for Video signals ( BNC connector) 

HDTV High Definition Video Signal YUV (BNC connectors) 
Voltage 110 - 120, 200 - 240 Vrms automatic selection 

Frequency 50 - 60 Hz 
Total Power 180 to 450 VA Max 
Operating T° 0 to 40°C (41 to 95°F) 

Operating Humidity < 95 % 
Noise Level < 29 dB 

Screen Black Bead, Ultra Contrast High Brightness, Cross Prism 
(other screens available) 

Control TCP/IP control by IPCubeManagerTM software 
Gap Between 2 screens < 0.3 mm 

 

IPCube™ LED lit Specifications 
Image Range 50’’ 67’’ 70’’ 80’’ 

Dimensions (WxHxD cm) 100.0x75.0x77.0 136.4x102.3x87.0 140.0x105.0x89.0 160.0x120.0x96.0 
Active Area (WxH cm) 100.0x75.0 136.4x102.3 140.0x105.0 160.0x120.0 

Model SXGA/WXGA/SXGA+ (2) 
DLP Technology Native SXGA+ DMD, Single chip 

Resolution 1400x1050 
References IPCL-50SX+ IPCL-67SX+ IPCL-70SX+ IPCL-80SX+ 
Luminance 470 cd/m² 260 cd/m² 245 cd/m² 145 cd/m² 
Brightness 610 ANSI Lumens (typical) 

Contrast Ratio 1650:1 
Brightness Uniformity 95% 

LED System LED (RGB) 
LED Lifetime (1) 60000 h 

 

IPCube™ Lamp lit Specifications 
Image Range 50’’ 67’’ 70’’ 80’’ 100’’ 

Dimensions (WxHxD cm) 100.0x75.0x70.0 136.4x102.3x77.0 140.0x105.0x77.0 160.0x120.0x90.0 203.0x152.0x96.0 
Active Area (WxH cm) 100.0x75.0 136.4x102.3 140.0x105.0 160.0x120.0 203.0x152.0 

Model XGA SXGA/WXGA/SXGA+ (2) 
DLP Technology Native XGA DMD, Single chip Native SXGA+ DMD, Single chip 

Resolution 1024x768 1400x1050 
References IPC-50X IPC-67X IPC-70X IPC-50SX+ IPC-67SX+ IPC-70SX+ IPC-80SX+ IPC-100SX+ 
Luminance 110 – 680 cd/m² 130 – 1690 cd/m² 

Contrast Ratio 1300:1 1600:1 
Brightness Uniformity 95% 95% 

Brightness 580 – 710 ANSI Lumens 700 – 2100 ANSI Lumens 
Lamp System Single or Dual Single or Dual 

Lamp Type UHP 100W UHP 120W UHP 180W UHP 250W 
Lamp Lifetime (1) 15000 h 6000 h 4000 h 1500 h 

 

(1) Lifetime according to the lamp or LED manufacturer 

(2) Emulating SXGA+ DMD/ Please contact us for SXGA or WGXA cube dimensions 

Specifications are subject to change without notice 
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