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Co to Jsou vestavneé systéemy?

 Panelove po ita e — pro vizualizacl a
izeni proces Vv pr myslové vyrob

 Modularni po ita e v pr myslovych sasi
se Sirokou skalou konfiguraci

e Pasivh a aktivh chlazené embedded

systemy kompaktnich rozm r
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AFL2-W15A-N270 —

Procesor Intel Atom N270
1.6 GHz

Modularni koncepce

S mo nosti rozsSi eni
Multi-dotekovy 15.6* displej
Pasivnh chlazeny systém

Kryti IP64 a web kamera

Flaxible Medular Seamless RFID hi.lhl-tnu:h ;:l;g
System Design Flat-Bazel Teshnology Enabled 802.11-bigin Hlmtn:th
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AFL2-W15A-N270 - modularita

VESA 100mm x 100mm

PClex1 & USH 2.0 Bus o
PClex1 Bus &
Paralel & 7 Serial Fort Bus 5 X ' - \ from

o CF Siot (under the
SATA Storage)

AFL2-W15A-N270

Power R5-232
BEuan

12V D Jack RE-2A242MB5 Ediernal SATA GhE LAN

Trojice modul pro GSM, Wi-Fi nebo Bluetooth a volitelné ulo ist CF/HDD



EWAC AFL2-W15A-N270

sb rnice a mo nosti modul

Module Expansion Area
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RozSi ujici moduly

o AFL2DB-MPCIE-R10 o AFL2DB-USB3-R10
o 75 mm - PCle Mini Card Carrying Module . USB 3.0 Module
Yo LD
iR . e » AFL2DB-CPT4-R10
: o AFL2DB-LAN-R10 4 Channel Video Capture Module

Giga Ethemet Module ‘ii |

ﬂ&

A o AFL2DB-UART-R10 —
Serial Extension Modul  Funchic Interface. IEI Module Board

. SHELEXEROI e HSUPA3SG comecion  PCleMinicard  AFLZDB-MPCIE-R1D + Optional 36 Modem card A
21 8 S:HBWSCWHMW PCleMinicard  AFLIDB-MPCIERID + Optional TV twer card A
% _ Ethemet PCle x1 AFLIDBLAN-RID A

? USB30 PCle x1 AFL2DB-USB3-R1D A

. Video capture card (4 port)  PCle x1 AFLZDB-CPT4-R10 A
Y Serial Port 24Seial  AFLZDB-UARTRI0 B
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PPC-5190A-G41 — vykonne panelové PC

aElc
o =m) ) ) i,
s NE Wymmactec.

Podpora procesor LGA775

Mo nost osadit vykonné 4-jadro

Podpora pam ti DDR3 do 8GB
ipset Intel G41+ ICH7

19 LCD 1280x1024 pixel

Dotekova obrazovka (odporova)

P edni panel z hliniku (IP65)
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PPC 519OA G41 Mo nosti rozSi  eni

Capture Card Q,_d'
Data Acquisition

&Control Card

Ethernet Card #f
Communication Card ..E ¥
Mation Control Card u
CAN busl

Profi-Bus

Mo nost rozSi eni o p idavné karty do slot PCI/PCle a PCIimini card
(Ethernet, CAN/Profi BUS, zachytavani videa nebo komunika ni karta)
Instalace disku 2.5“ SSD/HDD nebo CF karty pro opera ni system

V p ipad nutnosti mo nost instalace SLIM mechaniky SATA
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PPC-5190A-G41 — napajeni 230 nebo DC

Power supply built-in without external
Power adapter to save space!

DC 48.V INput s
mEeem s ] e T

Ay o= i R
-":"t_ i
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Spot eba, zati eni procesoru
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Mo nosti uchyceni
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Dvou-jadrové CPU Intel Atom D525/510

Pasivn chlazené embedded systémy s vykonem pro naro n |Si
aplikace

Intel® Atom™ dual core procesor D510/525 1.66/1.8 GHz
IBX-300B/BC - real time video zachytavani 8-kanal p es BNC kabel
TANK-101B-D525 — 2xCAN bus + 2Gbit Ethernet a napajeni
EBC-281B-D525 — 5xRS232 + 1xRS232/422/485 a 2xGbit Ethernet
Opera ni teploty -10-50C, podpora CF/SSD + a 2GB RAM

IBX-300B/BC EBC-281B-D525 TANK-101B-D525
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IBX-300B/BC

Dvou jadrovy procesor v Sasi malych rozm r

Intel® Atom™ dual core procesor D510 1,66 GHz

8 channels real time video capture s D1 resolution p es BNC
kabel

RozliSeni na VGA vystupu a 2048 *1536

podpora 2.5" SATA disku SSD/HDD

Pasivni chlazeni

VGA
RS-232 WiFi

JDC input Ethernet Audio/Mic

Power switch DB9 konektor 2x USB 2.0 2% USB 2.0
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TANK-101B-D525 — fanless Atom D525

a 2GB RAM + CF/SSD | 4xRS232/485 | 2xGbit Ethernet | 4xUSB | 2xCAN| 9-36V VDC
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EBC-281B-D525

kompaktni PC s Sestici seriovych port

Mobilni procesor Intel® Atom™ D525 1.8 GHz
Dual VGA vystup + 5x RS5232 (281B)

VGA + 5x RS232 a 1x 422/485 (281B2)

A 2GB RAM + 2.5 HDD/SSD a CF karta
Napajeni 12 VDC nebo 9-36V

Mo nost rozSi eni o WiFi p es miniPCle slot
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Nexcom NISE 2100 - pasivni chlazeni s Sirokym teplotnim rozsahem

Mini-PCle SIM card holder 2. 5 HDD bay CF card

AN\

2X RS232 2X RS232/422/485 2x RS232

Nexcom NISE 2100 - Intel ATOM Dual Core D525 with DDR 3

AN g /AN
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ELVAC PC - |IEC STABIL

System v kompaktnim Sasi EBC-3620
Zakladni deska KINO-QM670

Podpora procesor Intel Core i3/5/7

Pam ti DDR3 s maximalni kapacitou 8GB
Napajeni 12 VDC

Rozm ry 300x288x65 mm
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ELVAC PC - IEC STABIL Pro

Systém v pr myslovém Sasi PAC-125G

Pasivni zakladni deska PCI-10S-RS PAC-125G
AxPCI + 5xISA sloty a

Procesorova deska WSB-G41

Podpora procesor Intel Core 2 Duo/Quad

Pam ti DDR3 s maximalni kapacitou 8GB

3.5" pevny disk + 2x5.25“ pozice

WSB-G41 PCI-10S
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Vestavn é
po ita e MOXA
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DA-680series / DA-710

DA-660 series Intel Celeron M VZS,?E?A?;T:ES Intl\e/llg(;fleSZOE())uo
: IXP422/425 26.6/533MHZ Hinux 2.5 nebo V_\/|n e Linux 2.6 nebo Windows  WindowsXPe nebo XP pro
Linux 2.6 nebo Windows CE WinCe (DA-680) 2% 10/100/1000BaseT(X)  2x 10/100/
10/100BaseT(X) 4+10/100/100BaseT(X) X : ase (X) x 10/100 1(_)OOB_aseT(X)
16x RS-232/422/485 nebo 6x10/100BaseT(X) (DA-681) 2x displej 2x displej
4x RS-232 + 8XRS.485 (DA 681) RS-232/422/485 RS-232/422/485

nebo 2 a 4 rozsi ujici sloty

V-460 series / V-481

UC-7100/ W series . UC-7400 series  UC-8400 series avp Geode LX 800 500MHz /
MOXA ART 192MHz ARM9  |A260 series IXP422/425 IXP-435 533MHz  |ntel Celeron 1GHz (V4-81)
Clinux Cirrus 200MHz ARM9 | inux 2.6 (Win CE 5.0) Linux 2.6 Windows embedded
10/100BaseT(X) WinCE 6.0 nebo Linux 10/100BaseT(X) 3x 10/100BaseT(X) VGA rozhrani
RS-232/422/485 VGA rozhrani RS-232/422/485 8x RS-232/422/485 10/100BaseT(X)
10/100BaseT(X) RS-232/422/485

RS-232/422/485
Digitalni /O
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V2101 po ita
s Intel Atom CPU

)

-

CPU Intel 2510 1.1 GHz

1XxDDR2 SODIMM socket,
podpora DDR2 533 a do 2GB

2x 10/100/1000 BaseT(X)

1x CompactFlash socket, 1x SD
slot pro pam oveé karty

2x vystup pro displej (VGA + LVDYS)
4x USB 2.0 porty

2x RS-232/422/485

3x DI + 3x DO (30VDC)
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T Sime se na spolupraci

ELVAC a.s.
Hasi ska 53, 700 30
Ostrava-Hrab vka

Tel.: +420 597 407 100

Fax: +420 597 407 102

E-mail: info@elvac.eu
www.elvac.eu



